-z Sea Water Circulation Pumps

Submersible Pumps Flow rates
Output capacity at Feet of Lift in Gal per hour
0ft 1t | 3% | S5k | 7H | 9ft | 13| 14f | 16f | 18ft

Model MD250 292 | 288 | 279 | 240 | 204 | 168 0
Model SD320 75 360 | 335 | 305 | 262 | 215 0

Quall fﬂ
Model MD500 570 | 558 | 522 | 492 | 444 | 396 | 300 | 270 | 204 | 120

Al Conditioners

Model $D900 885 | 855 | 780 | 725 | 650 | 565 | 350 | 275 | O ﬁl/‘ &[/{}"

Model SD1200 | 1100 | — | 1000 | — | 80 | - | 50 | - | 335 | 0 = ﬁ

‘- -+ Confort

= o

Quiput capacity at Feet of Lift in Gal per hour == = ". Ii i -
20f | 25F | 30k | 35f | 40f | 43f = :,,";‘ . | ‘é &/

Model MD1000 | 1020 | 960 | 900 | 832 | 750 | 630 ‘ OI/ ( 5&(7‘

NOT SUITABLE FOR USE IN AREAS THAT COULD POTENTIALLY CONTAIN EXPLOSIVE FUMES

(All utout ratings are straight runs and unrestricted flow. Hose diameter and turns will reduce output)

Learn more about Pompanette’s other producis at

www.pompanette.com

EXCELLENCE IN HEAT TRANSFER

Your Local Dealer

Pompanette Air

71712 Cheri Ct

! Pompanette Air

813.885.2182 - Fax 813.888.7421
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-z Pompanette Air Conditioners

% Climate Control Center

Have been designed from the ground up for the rigors of the sea! Incorporating tried and true technology and creative use of composites

to eliminate rust, the entrapment of condensate water and its inherent Odors and Bacteria!

Noise and Vibration have both been addressed in our product. New and innovative (patent pending) Designs, processes and procedures

have been employed to specifically reduce and isolate the noise associated with air conditioners.

The Pompanette Group of Companies is world renowned for quality products and excellent customer service Pompanette Air is an
extension of that reputation!

Qur Goal is to exceed your expectations and provide dependable quality products and Customer Service at a fair price!

[ORFOET OONTHE CINTN

User friendly Low Voltage Digital Controls

The Pompanette control with large easy to read display allows you control both the heating and
cooling functions with Ease and Simplicity!

Humidity control at the push of a button to keep your boat fresh and dry while you are away!

The control can also be operated by an Infrared wireless remote control. The Pompanette remote
control allows one remote to control all the Pompanette thermostats in the boat with line of sight
point and click control.

Width 3.6 In X Height 3.6 In

Cutout =3.12X 3.12

Simply Point the remote a the Digital Display you wish to adjust set the temperature, operating mode
or turn the unit on or off.

Grills

Specifications & Dimensional Data

L

ﬁmpuneﬁe offers a full compliment of hardwood Grills in Teak, Cherry, Maple and Mahogany.

Stock Discharge Grills are available and in stock in the following sizes:
4x4 - 4x6 - 4x8 - 4x10 & 6x10

Stock Return air Grills are available and in stock in the Following sizes:
8x8 - 8x10 - 10x10 - 10x12 - 12x12

Special sizes or wood species available upon request!

White Aluminum Grills Discharge Grills are available and in stock in the following sizes:
4x4 - 4x6 - 4x8 4x10 & 6x10

White Aluminum Return Air Grills are available and in stock in the following sizes:
8x8 - 8x10 - 10x10 - 10x12 - 12x12

= Alr Management Products

7,000 Btu 10,000 Btu 12,000 Btu 16,000 Btu
Width 211n/53.3 cm 211n/53.3 cm 2537 In/644m | 25.37In/64.4 m
Depth Chassis 14.121In/358cm | 14.12In/358cm | 14.12In/358cm | 14.12In/35.8 cm
Height Overall 16.25In/812em | 16.25In/81.2em | 17.12In/43.4m | 17.121In/43.4 m
Height W/0 Elec Box 13.25In/33.6cm | 13.25In/33.6cm | 14.12In/358cm | 14.121In/35.8 cm
Blower Overhang
ot agpicabe o High Velcty ui 1.121In/2.8 cm 1.12In/2.8 cm 1In/2.5m 2.25In/5.7 cm
Weight 61 Lbs/27.6 Kg 61 Lbs/27.6 Kg 70 Lbs/31.7 Kg 74 1bs/33.5 Kg
Average Amps @ 120V
ool Hodo) 6.8 Amps 9.7 Amps 10.5 Amps 13.9 Amps
Average Amps @ 230V
Cooling Hode) 4.2 Amps 5 Amps 6.2 Amps 8.2 Amps

Amperage draws will vary based on water flow and water temperature.

Pompanette’s Transition and Duct Rings are made of Sturdy and Non-Obtrusive black ABS PLASTIC.
Standard Transitions, matching stock grill sizes.

Transitions w Rear Rings, matching stock grill sizes.

Transitions w Side Rings, matching stock grill sizes.

Duct Rings Round and Oval, 4” - 5" - 6" - 7"

Ducting is available in standard sizes both Insulated and Non-insulated.



